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Stripe Hog - SK2000

Operating Pressure:   40,000 psi (2,750 bar)

Flow Rate:    5 gpm (18.9 lpm)

Fresh Water Capacity:   600 gallons (2,271 liters)

Debris Tank Capacity:   1,025 gallons

                                 (3,880 liters)

Thermoplastic Line Removal Rate:
6 inch (15.2 cm) wide; 
4,332 linear ft/h (1,320 linear m/hour)

Rubber Removal Rate:
17,000 ft2/h (1,579 m2/h)

Blasting Widths: 
6”-22” (15.2 cm - 55.9 cm)

Standard production time is 60 days. 
Ask your sales rep about expediting if needed.

Stripe Hog - SH1000

Operating Pressure:   40,000 psi (2,750 bar)

Flow Rate:    2.5 gpm (9.46 lpm)

Fresh Water Capacity:   250 gallons (946 liters)

Debris Tank Capacity:   50 gallons 

     (189 liters)

Thermoplastic Line Removal Rate:
6 inch (15.2 cm) wide; 
1,625 linear ft/h (495 linear m/hour)

Rubber Removal Rate:
10,000 ft2/h (929 m2/h)

Blasting Widths: 
6″–22” (15.2 cm–55.9 cm)

Standard production time is 30 days. 
Ask your sales rep about expediting if needed.

Stripe Hog - SH8000

Operating Pressure:  40,000 psi (2,750 bar)

Flow Rate:                12 gpm (45.4 lpm)           

Fresh Water Capacity:  3,150 gallons (11,924 liters)

Debris Tank Capacity:              1,600 gallons

                                              (6,057 liters)

 Thermoplastic Line Removal Rate:
 6 inch (15.2 cm) wide;
 6,500 linear ft/h (1,981 linear m/hour)

 Rubber Removal Rate:
 40,000 ft2/h (3,716 m2/h)

 Blasting Widths:
 6”-72” (15.2 cm - 182.9 cm)

Standard production time is 90 days. 
Ask your sales rep about expediting if needed.

Stripe Hog - SK3000

Operating Pressure:   40,000 psi (2,750 bar)

Flow Rate:    6 gpm (22.7 lpm)

Fresh Water Capacity:   1,050 gallons (3,975 liters)

Debris Tank Capacity:   1,200 gallons

                                 (4,542 liters)

Thermoplastic Line Removal Rate:
6 inch (15.2 cm) wide; 
4,615 linear ft/h (1,406 linear m/hour)

Rubber Removal Rate:
20,000 ft2/h (1,858 m2/h)

Blasting Widths: 
6”–36” (15.2 cm–91.4 cm)

Standard production time is 90 days. 
Ask your sales rep about expediting if needed.
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Paint Removal
Rubber Removal

Paint Cleaning
Surface Cleaning

Gum Removal

A Stripe Hog Waterblasting System is a mobile, ultra-
high pressure Waterblasting System that incorporates 
a powerful vacuum recovery system and an onboard 
water and debris separation system. The Stripe Hog 
Waterblasting System can be configured for almost any
removal project, including the cleaning of vertical surfaces,
such as barrier walls and tunnels.

The Stripe Hog can be used for pavement marking
cleaning and rejuvenation, reducing the need for expensive
re-painting efforts that involve runway closure and
additional costs.

Use the Stripe Hog Waterblasting System to remove
curing compound on new concrete before applying new
markings, clean existing markings to restore reflectivity and 
retexturize paved surfaces to restore friction levels. 

This versatility has been one of the many factors in making 
the Stripe Hog Waterblasting System the number 
one Waterblasting System in the world, with more 
units operating worldwide than our top 5 
competitors combined!

The Stripe Hog Waterblasting System has been sold in over 
50 countries and is operating in an estimated 80 countries 
worldwide! With 24/7/365 support to our customers, 
and an unwavering commitment to our products and our 
customers, the Stripe Hog Waterblasting System is the 
system of choice by more ACI Top 50 Airports than any 
other. Highway contractors across the globe have found 
the reliability, speed and efficiency of the Stripe Hog 
Waterblasting System make it the overwhelming choice to 
tackle the most challenging jobs.

Our dedicated team of professionals is ready to show you 
all the advantages the Stripe Hog Waterblasting System 
offers. From factory visits, on-site demonstrations and our 
global industry trade-show presence, your opportunities to 
see the award-winning Stripe Hog Waterblasting Systems 
are virtually unlimited.

Waterblasting Technologies
3170 S.E. Slater Street
Stuart, Florida, USA 34997
1-772-214-1714

7,250 PSI7,250 PSISurface Hog 
Surface Cleaner
Operating Pressure:   7,250 psi (499 bar)

Flow Rate:    8 gpm (30 lpm)

Fresh Water Capacity:   610 gallons (2,309 liters)

Debris Tank Capacity:   132 gallons 

     (499 liters)

Pavement Cleaning Rate
15,000 ft2/h (1,394 m2/h)

Blasting Widths: 
38” (96.5 cm)

Standard production time is 90 days. 
Ask your sales rep about expediting if needed.


